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For the customers in the U.S.A.

WARNING
This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to Part 15 of the FCC Rules.
These limits are designed to provide reasonable protection against harmful 
interference in a residential installation. This equipment generates, uses, and 
can radiate radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference to radio 
communications. However, there is no guarantee that interference will not 
occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct 
the interference by one or more of the following measures:
— Reorient or relocate the receiving antenna.
— Increase the separation between the device and receiver.
— Connect the equipment into an outlet on a circuit different from that to 

which the receiver is connected.
— Consult the dealer or an experienced radio/TV technician for help.
You are cautioned that any changes or modifications not expressly approved 
in this manual could void your authority to operate this equipment.

IMPORTANT
Be sure to place the remote control out of the reach of small children or 
pets, and lock the controls using the Hold function (page 31).
Devices such as air conditioners, heaters, electric appliances, and electric 
shutters or curtains receiving an infrared signal can be dangerous if 
misoperated. 
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Features 

The RM-VLZ620 provides 
centralized control of all of your 
Audio Video devices, saving the 
trouble of operating other A/V 
devices with different remote 
controls. 
The following are its main features. 

You can centralize control of all of 
your Sony devices (page 10).
The RM-VLZ620 is preset at the factory to 
operate any Sony device. 

You can also control non-Sony devices 
(page 12).
The RM-VLZ620 can be used to operate 
major manufacturer’s A/V devices by setting 
the manufacturer’s code.

You can teach the RM-VLZ620 new 
functions (page 20).
The RM-VLZ620 can learn infrared signals 
from devices such as lighting, etc.

You can perform a consecutive 
procedure by simply pressing one 
button.
 The RM-VLZ620 can assign channel 

numbers to the number buttons, allowing 
you to select any channel directly with one 
button (page 27).

 The RM-VLZ620 can program up to 12 
consecutive procedures to the SYSTEM 
CONTROL or Device Select buttons (page 
28).

You can control up to eight devices.
The RM-VLZ620 can control devices 
assigned to any of the eight Device Select 
buttons. 
You can assign the following devices:
TV
Projector
Cable set top box
Satellite receiver
IPTV
DVR (digital video recorder)
PVR (personal video recorder)
DVD player
DVD recorder
Blu-ray Disc player
HD-DVD player
VCR
CD player
Cassette deck
DVD Home Theater
Amplifier
Receiver
Audio accessory
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If the manufacturer’s 
code cannot be found

For a Sony Device For a Non-Sony Device

Flow Chart for Setting Up Your RM-VLZ620

Turn on your device by the 
Device Select button  

(page 10).

Set the manufacturer’s code  
(page 12).

Search for the manufacturer’s 
code (page 15).

Operate your device with the preset function (page �6).

Searching...

Sony	TV
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English

The following tables show brand names (Brand) and their corresponding code 
numbers (Code No.).
To set the manufacturer’s code, refer to the Operating Instructions.

Français

Le tableau ci-dessous indique des marques (Brand) et les codes correspondants 
(Code No.).
Pour régler le code de fabricant, reportez-vous au mode d’emploi.

Español

La siguiente tabla muestra los nombres de las marcas (Brand) y el número de 
código correspondiente (Code No.).
Para establecer el código del fabricante, consulte el Manual de instrucciones.

Português

As tabelas a seguir mostram os nomes das marcas (Brand) e os seus códigos 
correspondentes (Code No.).
Para definir o código do fabricante, consulte o Manual de instruções.

Manufacturer’s Code List
Liste des codes d’appareil par fabricant
Lista de códigos del fabricante
Lista de código do fabricante

TV / Téléviseur / TV / TV

Brand Code No.
Sony 11633, 11533, 10533, 10864, 

11033, 11070, 11431, 11516, 
11536

3D LAB 10539
Accurian 10675, 11416
Acoustic Solutions 10713, 10730
Advent 11016
AEG 10675, 10770, 11233, 12173
AFK 11152
Aim 10672
Airis 10672
Aiwa 10533
Akai 10675, 10695, 10770, 11115, 

11233, 11527
Akura 11233
Alba 10672, 10539, 10695, 10713, 

10730, 11530, 11835
Allegro 10869
Amitech 10770
Amstrad 10713, 10770, 12139
Amuseer 11351
Ansonic 10831, 11351
Apex Digital 10672, 11056
Arena 11115
Aristona 10539, 10646
Arrgo 11023
Audiosonic 11527
Audix 10713
Autovox 10713
Awa 10730
Axion 10730
Basic Line 10713
Bel Canto Design 11571
Belson 12139
Berthen 11643
Best Buy 12139
Black Diamond 10713
Blu:sens 11233
Blue Parade 10571
Blue Sky 10672, 10695, 10713
Brainwave 10770, 11115
Brandt 10503, 10551
Broksonic 10695
Bush 10672, 10713, 10730, 10831, 

11351, 11530
C-Tech 11152
California Audio Labs 10490
CCE 10730
Centrex 10672
Centrum 10675, 10713
CGV 11115
Changhong 10627
Cinea 10831
Cineral 10730
Cinetec 10713
CineVision 10869
Citizen 10695
CJ Digital 11643, 12173
Classic 10730
Clatronic 10672, 10675, 11233
Clayton 10713
CMX 11643
Coby 10730, 11351
Codex 11233
Conia 10672
Contel 12331
Continental Edison 10831
Craig 10831
Crown 10713, 10770, 11115
Cybercom 10831
CyberHome 11023, 11024
D-Vision 11115
Daewoo 10770, 10869
Dansai 10770, 11115
Dantax 10539, 10713
Datsun 11233
DCE 10831
Decca 10770, 11115
Denon 10490, 11634, 12258
Denver 10672, 11056
Dgtec 10672
Diamond 10768
Dick Smith Electronics 11152, 11527
Digihome 10713
DigiLogic 10713
Digital 12173
DigitalMax 11738
Digitrex 10672, 11056
DiK 10831
Disney 10675, 10831, 11270
DK Digital 10831, 11643
Dragon 10831
DSE 10675, 11152, 11527
Dual 10713, 10730, 10831, 11023, 

11115, 11530
Durabrand 10675, 10713, 10831, 11023, 

11530
DVX 10768
E:max 10770, 11233, 11643
eBench 11152
ECC 10730
Elfunk 10713
Elin 10770
Elite 11152
Elta 10672, 10770, 11115, 11233, 

11643, 12173
Eltax 11233
Emerson 10675, 10591
Enterprise 10591
EuroLine 10675, 11115, 11233, 11351, 

11643
Ferguson 10695, 10713
Finlux 10672, 10741, 10591, 10770
Fintec 11530
Firstline 10713, 10869, 11530
Funai 10675, 10695
GE 10522
GFM 10675
Global Solutions 10768
Global Sphere 11152
Go Video 10741, 10744, 10869, 11044, 

11075
GoldStar 10741, 10591, 10869
Goodmans 10713, 10730, 11152, 11530
GoWell 11643
GPX 10741
Gran Prix 10831
Grandin 10713, 11233, 12173
Grundig 10539, 10551, 10695, 10713, 

11643
Grunkel 10770, 10831
GVG 10770
H & B 10713, 11233, 12173
Haaz 11152
Hanseatic 10741
Harman/Kardon 10702, 11229
HE 10730
Hello Kitty 10831
Henss 10713
Hitachi 10573, 10664, 10695, 10713, 

11835
Hiteker 10672
Hoeher 10713, 10831, 11530, 12173
Home Electronics 10730, 10770
Home Tech Industries 11643
HotMedia 11152
Humax 10646
HYD 11233
Hyundai 10768
iLo 11348
Ingersol 11023

Brand Code No.
Inno Hit 10713
Insignia 10675, 12428, 12596
Integra 10571, 12147, 11769, 10627, 

11634
Irradio 10869, 11115, 11233
ISP 10695
JBL 10702
JDB 10730
Jensen 11016
JGC 11530
JMB 10695
JNC 10672
JVC 10539, 10503, 10623, 10867, 

11164
Kansas Technologies 11233, 11530
Kendo 10672, 10713, 10831
Kennex 10713, 10770
Kenwood 10490
KeyPlug 11643
Kiiro 10770
King Vision 11643
Lawson 10768
Lazer 12173
Lenco 10713, 10770
Lexia 10768
LG 10741, 10591, 10869, 11233
Lifetec 10831
Limit 10768
LiteOn 11416, 11644, 11738
LM 11643
Lodos 10713
Loewe 10539, 10741
Logik 10713
Lumatron 10741, 10695, 10713, 11115
Lunatron 10741
Luxman 10573
Luxor 10713
Magnavox 10539, 10503, 10675, 10646, 

10713, 11354, 11506
Manhattan 10713
Marantz 10539, 11627, 12414, 12432
Mark 10713
Marquant 10770
Matsui 10672, 10695, 10713
Maxim 10713
MBO 10730
McIntosh 11533
MDS 10713
Mecotek 10770
Medion 10741, 10630, 10831, 11270, 

11644
Memorex 10695, 10831, 11270, 12213
Metz 10571, 10713
Micromaxx 10695
Micromedia 10539, 10503
Micromega 10539
Microsoft 10522, 12083, 11708
Microstar 10831
Minax 10713
Minoka 10770, 11115
Mitsubishi 11521, 10713
Mizuda 10770
Mustek 10730
Muvid 11643, 12173
Mystral 10831
NAD 10741, 12572
Naiko 10770
NEC 10741, 10869
Neom 11643
Nevir 10672, 10770, 10831
Noblex 11233
Nordmende 10831, 11530
Nortek 11643, 12173
Olevia 12331
Olidata 10672
Onkyo 10503, 12147, 11769, 10627, 

11627
Oppo 10575, 12545
Orbit 11643
Orion 10695, 10713, 11233
Ormond 10713
Pacific 10713, 10768, 10831
Packard Bell 10831
Palladium 10695, 10713
Palsonic 10672, 11056
Panasonic 10490, 10503, 11579, 11641, 

11661
Philco 10675
Philips 12056, 10539, 10503, 10675, 

12084, 10646, 10713, 11267, 
11340, 11354, 11506, 12434

PianoDisc 11024
Pioneer 10571, 10142, 10631, 11531, 

11571, 12442
Play It 11643
Polk Audio 10539
Portland 10770
Presidian 10675, 11738
Prima 11016
Prinz 10831
Prism 10831
Proceed 10672
Proline 10672, 11738
Proscan 10522
Proson 10713
ProVision 10730
Pye 10539, 10646
Radionette 10741, 10869
Radiotone 10713
RCA 10522, 10571, 11769, 10822, 

12213, 12587, 12592, 12594
REC 10490
Redstar 10770
Reoc 10768
Richmond 11233
Rio 10869
Roadstar 10672, 10713, 10730
Rotel 10623
Saba 10551, 12173
Saivod 10831
Salora 10741
Samsung 10573, 10490, 10744, 10199, 

10298, 10820, 11044, 11075, 
11635, 12329, 12489

Sansui 10695, 10768
Santosh 11115
Sanyo 10695, 10713
ScanMagic 10730
Schaub Lorenz 10770, 11115, 11643
Schneider 10539, 10646, 10713, 10831, 

10869
Schoentech 10713
Scientific Labs 10768
Scott 10672, 11233, 12173
Seeltech 11643
SEG 10713, 11530
Semp 10503
Shanghai 10672
Sharp 10675, 10630, 10713, 10869, 

12250
Sherwood 10741, 10770
Shinsonic 10533
Sigmatek 12139
Silva Schneider 10741, 10831, 10869
SilverCrest 11152, 12173
Singer 10768
Sistemas 10672
Skantic 10539, 10713
Skymaster 10730, 10768
Sliding 11115
SM Electronic 10730, 10768, 11152
Smart 10713

Brand Code No.
Sogo 10672
Sonashi 10831
Sonic Blue 10869
Soniq 10831
Sound Color 11233
Soundmaster 10768
Soundmax 10768
Soundwave 10713, 11530
Standard 10768, 10831
Star Clusters 11152
Strato 11152, 11527
Strong 10713
Sunkai 10770
Sunstech 10831, 12139
Superior 11643
Supervision 10768, 11152
Supratech 12139
SVA 10672
Sylvania 10675, 10630
Symphonic 10675
Synn 10768
Sytech 12139
Tandberg 10713
Targa 10741, 11644
Tatung 10770
TBoston 12139
Tchibo 10741
TCL 12587
TCM 10741
Teac 10675, 10741, 10571, 10768
Technica 10713
Technics 10490
Technika 10770, 10831, 11115, 11530, 

12302
Technisson 11115
Technosonic 10730, 11115
TechnoStar 11643
Techwood 10713, 11530
Tedelex 10768
Telefunken 10551
Teletech 10713, 10768
Tensai 10770
Terapin 11031
Tevion 10768
Theta Digital 10571

DVD player / Lecteur DVD / Reproductor de DVD / Reprodutor de DVD Brand Code No.
Thomson 10522, 10551, 10831
Thule Audio 10551
Tivo 11503
Tokai 11233
Toshiba 10503, 11769, 10695, 11154, 

11503, 11510, 11639, 12006, 
12277

TRANS-continents 10831, 11233
Transonic 10730
Trent 11643
Trevi 10831
TVE 10713
UMC 12302
United 10675, 10695, 10713, 10730, 

11115, 11152, 11233, 11351, 
11643

Universum 10741, 10591, 10713, 10869, 
11530

Urban Concepts 10503
Venturer 11769
Vestel 10713, 11530
Viewsonic 11530
Viore 12553
Vizio 12563
Voxson 10730, 10831
Vtrek 12587
Waitec 10730, 11233
Waltham 10713, 11530
Welkin 10831
Wellington 10713
Weltstar 10713
Wharfedale 10713, 11115, 11527, 11835
Wilson 10831, 11233
Windsor 10713
Windy Sam 10573
WIZE 11115
Woxter 12139
Xbox 10522, 12083, 11708
XLogic 10768, 11152
XMS 10770
Yakumo 11056
Yamada 11056, 11416, 12139
Yamaha 10490, 10539, 10646, 10497, 

10817, 11416, 12298
Yukai 10730
Zenith 10503, 10741, 10591, 10869

Brand Code No.
Sony 11033, 11070, 11431, 11516, 

11536
Accurian 10675, 11416
Alba 11530
Apex Digital 11056
Aristona 10646
Bush 11530
Denon 10490
Denver 11056
DigitalMax 11738
Digitrex 11056
Dual 11530
Durabrand 11530
Emerson 10675
Fintec 11530
Firstline 11530
Funai 10675
Go Video 10741
Goodmans 11530
GPX 10741
Hoeher 11530
Humax 10646
iLo 11348
JGC 11530
JVC 11164
Kansas Technologies 11530
LG 10741
LiteOn 11416, 11738

Brand Code No.
Loewe 10741
Magnavox 10675, 10646, 11506
Medion 10741
Palsonic 11056
Panasonic 10490, 11579
Philips 10646, 11340, 11506
Pioneer 10631
Presidian 11738
Pye 10646
RCA 10522
Samsung 10490, 11635
Schneider 10646
SEG 11530
Sharp 10675, 10630
Soundwave 11530
Sylvania 10675
Targa 10741
Technika 11530
Techwood 11530
Thomson 10551
Toshiba 61008, 11510, 11639, 12277
Universum 11530
Vestel 11530
Waltham 11530
Yakumo 11056
Yamada 11056, 11416
Yamaha 10646
Zenith 10741

DVD recorder / Enregistreur DVD / Grabador de DVD / Gravador de DVD

Brand Code No.
Sony 11516
Denon 12258
Insignia 10675, 12428, 12596
Integra 12147, 11769
LG 10741
Magnavox 10675
Marantz 12414, 12432
Microsoft 12083, 11708
NAD 12572
Olevia 12331
Onkyo 12147, 11769
Oppo 12545

Brand Code No.
Panasonic 11641
Philips 12084, 12434
Pioneer 10142, 12442
RCA 11769
Samsung 10199, 10298
Sharp 12250
Sylvania 10675
Toshiba 11769
Viore 12553
Vizio 12563
Xbox 12083, 11708
Yamaha 12298

Blu-ray Disc/HD-DVD player / Lecteur Blu-ray Disc/DVD HD / Reproductor 
de Blu-ray Disc/HD-DVD / Reprodutor de Blu-ray Disc/HD-DVD

Brand Code No.
Sony 51006
ABC 50007, 50013
ADB 51927
Americast 50899
Amino 51602, 51822
Auna 50277
Bell South 50899
Bright House 51376, 51877
Cable & Wireless 51068
Cable One 51376, 51877
Cablecom 51582
Cablevision 51376, 51877, 51006
Charter 51376, 51877, 52187
Cisco 51877, 51982
Comcast 51376, 51877, 51982, 52576
Comtec 50327
Cox 51376, 51877
Daeryung 51877, 50277
Digeo 51187, 52187
Eastern 50327
Freebox 51482, 51976
Hamlin 50273
Hathw@y 52043
Humax 50660, 51981, 51983, 52043
Hytex 50007
i3 Micro 51602
Insight 51376, 51877
Kabel Deutschland 51981, 51983
Knology 51877
Mediacom 51376, 51877
Memorex 50000
Motorola 51376, 51187
Myrio 51602, 51822
NET 50277, 50327
Net Brazil 50327
NTL 50277, 51060, 51068
Oak 50007

Brand Code No.
Ono 51068
Optus 51060
Pace 51376, 51877, 51060, 51068, 

51982
Panasonic 50000, 51982
Paragon 50000
Philips 51305, 50013, 51582, 51619
Pioneer 51877
Pulsar 50000
Qtel 51822
Quasar 50000
Regal 50273
Rogers 51877
Runco 50000
Salora 50000
Samsung 50000, 51060, 51666, 52015
Scientific Atlanta 51877, 50277, 51987
Sejin 51602
Shaw 51376
StarHub 51927
Suddenlink 51376, 51877
Telenet 51920
Telewest 51068, 51987
Thomson 51582, 51981, 51983
Time Warner 51376, 51877, 52187
Timeless 50327
Tivo 52576
Tocom 50013
Toshiba 50000
United Artists 50007
UPC 51582
US Electronics 50277
Virgin Media 51060, 51068, 51987
WideOpenWest 51877
Zenith 50000, 50899
Ziggo 50660, 51666, 52015

Cable set top box / Décodeur de câblodistribution / 
Decodificador de cable / Decodificador de TV a cabo

Brand Code No.
A.R. Systems 00037, 00556
Accent 00037
Acer 01339
Acoustic Solutions 01037, 01523, 01667
Action 00650
Addison 00108, 00653
Admiral 00463
AEG 01037, 01163, 01556
Aftron 00891
Aiko 00037, 01681
Aim 00037, 00706, 00753
Akai 00037, 00178, 00208, 00556, 

00702, 00714, 00753, 00812, 
01675, 02232

Akashi 00860
Akiba 00037
Akira 00753, 01733
Akito 00037
Akura 00037, 00171, 00668, 00714, 

01037, 01363, 01556, 01667
Alba 00037, 00668, 00714, 01037, 

02104
Alien 01037
Allstar 00037
Amstrad 00037, 00171, 01037
Anam 00037
Anam National 00037, 00650
Andersson 01163
Anitech 00037
Ansonic 00037, 00668
AOC 00108, 00178, 00625, 01365, 

01589
Apex Digital 00156
Ardem 00037, 00714
Arena 00037
Aristona 00037, 00556
ART 01037
Asberg 00037
Astra 00037
ATD 00698
Atlantic 00037
Audiosonic 00037, 00714, 00820, 01681, 

02104
Audioworld 00698
Aventura 00171
Awa 00108, 01681
Axxon 00714
Baird 00208
Bang & Olufsen 00565
Barco 00556
Basic Line 00037, 00556, 00668, 01037, 

01163
Baur 00037, 00195, 00512
Baysonic 00463
Beaumark 00178
Beijing 00208, 00226, 00812, 00821
Beko 00037, 00714, 01652
Belson 00698
Belstar 01037
BenQ 01562
Beon 00037
Berthen 00668
Bestar 00037
Black Diamond 00753, 00820, 00821, 01037, 

01163
Blaupunkt 00195
Blue Sky 00037, 00556, 00625, 00668, 

00714, 01037, 01314, 01363, 
01652

Boca 01652
Bork 01363

Brand Code No.
BPL 00037, 00208, 00896, 01476, 

01543
Brandt 00560, 00625, 00714
Brillian 01255
Brinkmann 00037, 00668
Brionvega 00037
Broksonic 00463
Bush 00037, 00208, 00556, 00668, 

00698, 00714, 01037, 01556, 
01645, 01652, 01667, 02104

C-Tech 00891, 00896
Caishi 00891
Cameron 01523
Camper 00037
Carad 00668, 01037
Carena 00037
Carrefour 00037
Cascade 00037
Casio 00037
Cathay 00037
CCE 00037
Celebrity 00000
Celestial 00820, 00821
Centrex 00891
Centrum 01037
Centurion 00037
Changfeng 00753
Changhong 00156, 00508, 00820, 00821
Chun Yun 00000, 00706, 01756
Chung Hsin 00108
Cinex 01556
Clarivox 00037
Clatronic 00037, 00714
Clayton 01037
Coby 02306, 02348
Commercial Solutions 01447
Condor 00037
Conia 00820, 00821, 01523
Conrowa 00156, 00698, 00753
Contec 00037
Cosmel 00037
Crosley 00000
Crown 00037, 00208, 00668, 00712, 

00714, 01037, 01652
CTX 01756
Curtis 02352
Curtis Mathes 00702, 01661
D-Vision 00037, 00556
Daewoo 00037, 00108, 00178, 00556, 

00634, 00860, 01661, 02098
Dansai 00037, 00208
Dantax 00714, 01037, 01163, 01652
Datsura 00208
Dawa 00037
Daytron 00037
De Graaf 00208
DEC 00860, 00891
Decca 00037
Denver 00037
Desmet 00037
Diamant 00037
Diamond 00698, 00706, 00820, 00860, 

00896
Dick Smith Electronics 00698, 01556
Digatron 00037
Digihome 01667
Digiline 00037, 00668
DigiMax 00891
Digital Life 00891
Digitex 00820
Digitor 00037, 00698

Brand Code No.
Dixi 00037
DL 00891, 01363
Domeos 00668
Drean 00037
DSE 00698, 00820, 01556
Dual 00037, 01037, 01163
Durabrand 00171, 00178, 00463, 01652
Dux 00037
DVX 00891
DX Antenna 01817
Dynatron 00037
Dynex 01810, 02049
Easy Living 02104
Ecco 00773
ECE 00037
Elbe 00037, 00556
Electroband 00000
Electrograph 01755
Electrohome 00463
Elektra 01661
Elfunk 01037
ELG 00037
Elin 00037
Elite 00037
Emerson 00037, 00171, 00178, 00463, 

00668, 00714, 01394, 01661, 
01864

Envision 01365, 01589
Enzer 00753, 00860
Erres 00037
ESA 00171, 00812
ESC 00037
Etron 00820
Euroman 00037
Europa 00037
Europhon 00037
Evesham 01667
Evolution 01756
Excello 01037
Exquisit 00037
Ferguson 00037, 00195, 00560, 00625, 

01037
Fidelity 00037, 00171, 00512
Finlandia 00208
Finlux 00037, 00556, 00714, 01556, 

01667
Firstline 00037, 00208, 00556, 00668, 

00714, 01037, 01363
Fisher 00208
Flint 00037
Formenti 00037
Fraba 00037
Friac 00037
Fujitsu 00809
Fujitsu Siemens 01163
Funai 00000, 00171, 00668, 00714, 

01037, 01271, 01394, 01817
Furichi 00860
Futronic 00860
G-Hanz 01363
Gaba 01037
Galaxi 00037
Galaxis 00037
Gateway 01755, 01756
GE 00178, 00560, 00625, 01447, 

01454
GEC 00037
Genesis 00037
Genexxa 00037
GFM 00171
Goldfunk 00668
GoldStar 00037, 00178, 00714
Goodmans 00037, 00556, 00560, 00625, 

00634, 00668, 00714, 01037, 
01163, 01645, 01667

GP 00753
Gradiente 00037
Graetz 00714, 01163
Granada 00037, 00108, 00208, 00226, 

00560
Grandin 00037, 00556, 00668, 00714, 

01037
Grundig 00037, 00195, 00556, 00706, 

01223, 01667, 02007
Grunkel 01163
GVA 01363
Haaz 00706
Haier 00037, 00508, 00698, 00891, 

00896, 01749, 02309, 02449
Hallmark 00178
Hankook 00178
Hanseatic 00037, 00556, 00625, 00634, 

00714
Hantarex 00037
Hantor 00037
Harwa 00773
Harwood 00037
Hauppauge 00037
HCM 00037
Hewlett Packard 01494
Highline 00037
Hinari 00037, 00208
Hisawa 00714
Hisense 00156, 00208, 00508, 00556, 

00753, 00821, 00860, 01314, 
01363, 02098, 02341

Hitachi 00037, 00108, 00150, 00156, 
00178, 00508, 00634, 01037, 
01163, 01576, 01643, 01667, 
02215, 02433

Hitachi Fujian 00108, 00150, 00860
Hitec 00698
Hoeher 00714, 01163, 01556
Hornyphon 00037
HP 01494
Humax 01295
Hypson 00037, 00556, 00668, 00714, 

01037
Hyundai 00698, 00706, 00753, 00860, 

01037, 01523, 01556, 01681, 
02454

Iberia 00037
ICE 00037
iDEAL 01556
Imperial 00037
Indiana 00037
Ingelen 00714
Inno Hit 01037, 01163
Innova 00037
Inotech 00773, 00820
Insignia 00171, 01204, 01423, 01564, 

02049
Inspira 01556
Interbuy 00037
Interfunk 00037, 00512
Internal 00556
Intervision 00037
Irradio 00037
IRT 00698, 01661
Isukai 00037
ITS 00037
ITT 00208
ITT Nokia 00208
ITV 00037
JCB 00000
Jean 00156
Jinfeng 00208, 00226
Jinxing 00037, 00156, 00556, 00698, 

00821
JMB 00556, 00634
JNC 00896
Jocel 00712
JTV 00860
Jubilee 00556

Brand Code No.
JVC 00463, 00508, 00650, 00653, 

00731, 01253, 01601, 01774, 
01818, 02271

Kaisui 00037
Kanghua 00896
Karcher 00714, 01556
Kathrein 00556
Ken Brown 00463
Kendo 00037, 01037
Kennex 01037
Kenstar 02388
Khind 00706, 00896
Kioto 00556, 00706
Kiton 00037, 00668
KLL 00037
Kneissel 00037, 00556
Koenig 00037
Kolin 00037, 00108, 00150, 00891, 

01331, 01610, 01755
Kolster 00037
Konka 00037, 00714
Korpel 00037
Kosmos 00037
Kunlun 00208, 00226
L&S Electronic 00714
Lavic 01363
Lavis 01037
Lecson 00037
Lenco 00037, 01037
Lexsor 01507
Leyco 00037
LG 00037, 00108, 00178, 00556, 

00698, 00714, 01423, 01663, 
01681, 02182, 02358

Liesenkoetter 00037
Lifetec 00037, 00668, 00714, 01037
Local India TV 00208
Local Malaysia TV 00698
Lodos 01037
Loewe 00037, 00512, 00633, 01884
Logik 00698, 00773, 01037
Logix 00668
Luma 01037
Lumatron 00037
Lux May 00037
Luxor 00208, 01037, 01163
LXI 00156, 00178
M Electronic 00037, 00195, 00512, 00634, 

00714, 01652
Madison 00037
Magnavox 00706, 00753, 01365, 01454, 

01866, 02372
Magnum 00037, 00714
Manesth 00037
Manhattan 00037, 00668, 01037
Marantz 00037, 00556, 01454
Mark 00037, 00714
Mascom 01556
Mastro 00698, 00706, 01556
Masuda 00037
Matsui 00037, 00195, 00208, 00556, 

00714, 01037, 01667, 02007
Matsushita 00650
Maxdorf 00773, 01276
Maxent 01755
Maxim 01556
Meck 00698, 00891
Mediator 00037, 00556
Medion 00037, 00512, 00556, 00668, 

00698, 00714, 01037, 01556, 
01667

Megatron 00178
MEI 01037
Memorex 00150, 00178, 00463, 01037
Mercury 00037
Mermaid 00037
Metronic 00625
Metz 00037, 00195, 00668, 01163
MGA 00150, 00178
Micromaxx 00037, 00668, 00714, 01037
Microtek 00820, 00860
Mikomi 01037
Minato 00037
Minerva 00108, 00195
Ministry Of Sound 01667
Minoka 00037
Mitsai 01556
Mitsubishi 00037, 00108, 00150, 00178, 

00512, 00556, 00836, 01037, 
01250

Mivar 00609
Moree 00037
Morgan’s 00037
MTC 00512
MTlogic 00714
Mudan 00208, 00226
Multitec 00037, 00668, 01037, 01556
Multitech 00037
Myryad 00556
NAD 00037, 00156, 00178
Naiko 00037, 00753
Nakimura 00037
NAT 00226
National 00208, 00226, 00508
NEC 00156, 00178, 00508, 00653, 

01797
Neckermann 00037, 00556
NEI 00037, 01037
Netsat 00037
NetTV 01755
Neufunk 00037, 00556, 00714
New Tech 00037, 00556
Newave 00178
Nikai 01163
Nikkai 00037
Nikkei 00714
Nikko 00178
Nimbro 02104
Nintaus 00891
Noblex 00037
Nokia 00208
Norcent 01365, 01589
Nordmende 00037, 00195, 00560, 00714, 

00891, 01163, 01667, 02007
Normerel 00037
Nortek 00668
Novatronic 00037
Novex 01523
Nu-Tec 00698, 00820, 00821
O.K.Line 01037
Oceanic 00208
Okano 00037
Olevia 01144, 01331, 01610
Omni 00698, 00891
Onei 01667
Onida 00653, 01253, 02396
Onimax 00714
Onix 00698
Onn 01667
Opera 00037
Optimus 00650
Orbit 00037
Orion 00037, 00463, 00556, 00714, 

01037, 02007
Orline 00037
Ormond 00668, 01037
Osaki 00037, 00556
Osio 00037
Osume 00037
Otto Versand 00037, 00195, 00226, 00512, 

00556
Pacific 00556, 00714, 01037
Packard Bell 01314
Palladium 00037, 00556, 00714

Brand Code No.
Palsonic 00037, 00698, 00773, 01507
Panama 00037
Panasonic 00037, 00108, 00208, 00226, 

00508, 00650, 00896, 01271, 
01457, 01480, 01636, 01650

Panavision 00037
Panda 00208, 00226, 00508, 00698, 

00706, 00821, 00891
PARK 02104
Peng Sheng 00891
Penney 00156, 00178
Perdio 00037
Perfekt 00037
Petters 00037, 01523
Philco 00037, 00171, 00178, 00463, 

01271, 01394, 01661
Philips 00000, 00037, 00108, 00178, 

00512, 00556, 00605, 00639, 
00690, 01454, 01506, 01744, 
01756, 01866, 02372

Phocus 00714, 01652
Phoenix 00037
Phonola 00037, 00556
Pilot 00706, 00712
Pioneer 00037, 00512, 00698, 01260, 

01457, 01636
Pionier 01556
Plantron 00037
Playsonic 00037, 00714, 01652
Polaroid 01276, 01314, 01523, 01645
Polyvision 01144
Portland 01661
Powerpoint 00037, 00698
Premier 00891
President 00860
Prima 00753, 01507
Princess 00773
Prinston 01037
Profilo 01556
Profitronic 00037
Proline 00037, 00625, 00634, 01037
Proscan 01447, 02147, 02256
Prosco 00156
Prosonic 00037, 00668, 00714, 01314, 

01507
Protech 00037, 00668, 01037
Proton 00178
Protron 01320
ProVision 00037, 00556, 00714
Pye 00037, 00556
Qingdao 00208, 00226
Quadro 00753
Quasar 00650
Quelle 00037, 00195, 00512, 00668, 

01037
R-Line 00037
Radiola 00037, 00556
Radiomarelli 00037
RadioShack 00037, 00178
Radiotone 00037, 00668, 01037
Rank Arena 00753
RCA 00000, 00178, 00560, 00618, 

00625, 00753, 01447, 01454, 
01781, 02187, 02247, 02403, 
02429, 02434

Realistic 00178
Recco 00706
Recor 00037
Rectiligne 00037
Redstar 00037
Reflex 00037, 00668, 01037
Relisys 01645
Remotec 00037, 00171
Reoc 00714
Revox 00037
RFT 00037
Rinex 00773
Roadstar 00037, 00668, 00714, 01037
Rolson 02098
Rowa 00037, 00698, 00712
Saba 00560, 00625, 00714
Sagem 00618
Saivod 00037, 00668, 00712, 01037, 

01163, 01556
Salora 00208, 01556
Sampo 00171, 00178, 00650, 01755
Samsung 00037, 00156, 00178, 00208, 

00226, 00556, 00618, 00650, 
00702, 00812, 00821, 01312, 
01458, 01619, 02051, 02103

Sanken 01507
Sansui 00037, 00171, 00463, 00706, 

00714, 00753, 01236, 01556
Sanyo 00108, 00156, 00208, 00508, 

01037, 01142, 01276, 01507, 
01667

SBR 00037, 00556
Sceptre 01360, 01599
Schaub Lorenz 00714, 01667
Schneider 00037, 00556, 00668, 00714, 

01037
Scotch 00178
Scott 00178, 01711
Sears 00156, 00171, 00178
Seaway 00634
Seelver 01037
SEG 00037, 00668, 01037, 01163
SEI 00037
Sei-Sinudyne 00037
Semivox 00463
Semp 00156
Serie Dorada 00156, 00178
Shanghai 00208, 00226
Sharp 00650, 00653, 00818, 01193, 

01393, 01659
Shenyang 00753
Shinelco 02104
Shintoshi 00037
Shivaki 00037, 00178
Siam 00037
Siemens 00037, 00195
Siera 00037, 00556
Silva 00037
Silva Schneider 00037, 01556
SilverCrest 01037
Singer 00037, 00891, 01556
Sinotec 00773
Sinudyne 00037
SKY 00037
Skysonic 00753
Skyworth 00037, 00698, 00753
SLX 00668
Solavox 00037
Soniko 00037
Sonitron 00208
Sonneclair 00037
Sonoko 00037
Sonolor 00208
Sontec 00037
Sony 00000, 00650, 00810, 01505, 

01651, 01825, 02473
Soundesign 00178
Soundwave 00037, 01037
Sova 01320

Brand Code No.
Sowa 00156, 00178, 00226
Soyea 00773
Squareview 00171
Standard 00037, 01037
Starlite 00037
Strato 00037
Strong 01163
Sunny 00037
Sunstar 00037
Sunwood 00037
Superscan 00864
Supersonic 00208
SuperTech 00037, 00556
Supra 00178
Supreme 00000
Svasa 00208
Swisstec 02104
Sylvania 00171, 01271, 01314, 01394, 

01864
Symphonic 00171
Synco 00000, 00178, 01755
Syntax 01144, 01331, 01610
Sysline 00037
Tacico 00178
Talent 00178
Tashiko 00650
Tatung 00037, 00156, 01556, 01756
TCL 00698, 00706, 02403, 02429
TCM 00714
Teac 00037, 00171, 00178, 00512, 

00668, 00698, 00706, 00712, 
00714, 01037, 01363, 01645, 
01755

Tec 00037
Tech Line 00037, 00668, 01163
Technica 01037
Technics 00556, 00650
Technika 01667
TechniSat 00556
Technisson 00714, 01652
Technosonic 00556, 00625
Techwood 01037, 01163, 01667
Tecnimagen 00556
Teco 00178, 00653, 01523
Tedelex 00208, 00891, 01681
Tek 00820
Teknika 00150
Telecor 00037
Telefunken 00037, 00560, 00625, 00698, 

00702, 00712, 00714, 00753, 
00820, 00821, 00896, 01556, 
01681

Telefusion 00037
Telegazi 00037
Telemeister 00037
Telesonic 00037
Telestar 00037, 00556
Teletech 00037, 00668, 01037
Teleview 00037
Tennessee 00037
Tensai 00037, 01037
Tesla 00037, 00556, 00714, 01037, 

01652
Tevion 00037, 00556, 00668, 00714, 

01037, 01556, 01645, 01667
Thomson 00037, 00560, 00625, 00753, 

01447
Thorn 00037, 00512
TMK 00178
TML 01756
Tokai 00037, 00668, 01037
Tokaido 01037
Topline 00668, 01037
Toshiba 00156, 00195, 00508, 00618, 

00650, 00821, 01037, 01508, 
01524

TRANS-continents 00037, 00556, 00668, 01037
Transonic 00037, 00512, 00698, 00712, 

01363
Triad 00556
Triumph 00037, 00556
TVS 00463
TVTEXT 95 00556
Uher 00037
Ultravox 00037
Unic Line 00037
United 00037, 00556, 00714, 01037, 

01652
Universal 00037, 00714
Universum 00037, 00195, 00512, 00618, 

00668, 01037, 01163
Univox 00037
V7 Videoseven 01755
Vestel 00037, 00668, 01037, 01163, 

01667
Vexa 00037
Victor 00650, 00653
Videocon 00037, 00508, 01540, 01541, 

02436
VideoSystem 00037
Vidtech 00178
Viewsonic 00864, 00885, 01627, 01742, 

01755
Viore 02104, 02352
Vision 00037
Vistron 01363
Vizio 00864, 00885, 01756, 01758
Vortec 00037
Voxson 00037, 00178
VU 02098
Vue 01236
Walker 01667
Waltham 00037, 00668, 01037
Wards 00000, 00156, 00178
Watson 00037, 00668, 00714, 01037
Waycon 00156
Wega 00037
Welltech 00714, 01652
Weltstar 01037
Westinghouse 00885, 01577, 01712, 01755
Wharfedale 00037, 00556, 00860, 00891, 

00896, 01556, 01667, 01681
White Westinghouse 00037, 00463, 01661
Wilson 00556
Windsor 00668, 01037
Windy Sam 00556
Wintel 00714
Wyse 01365
Xenius 00634
Xiahua 00698, 00773
XLogic 00698, 00860
Xoro 01507
Xrypton 00037
Yamaha 00650, 01576
Yamishi 00037
Yokan 00037
Yoko 00037
YU-MA-TU 00037
Zenith 00000, 00037, 00178, 00463, 

01423, 01661
Ziggo 01818
Zonda 00698
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For more convenient 
features

Program a consecutive 
procedure (page 28).

Advanced Features

Teach signals (page 20).

If the Manufacturer’s 
code cannot be found
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Getting Started

Installing the Batteries 

Slide open the battery compartment 
lid and insert two size AA (R6) dry 
batteries (not supplied).
Insert the batteries (negative end 
first) into the battery compartment 
as shown below.

Note
Even if you replace the batteries, your 
manufacturer’s code settings or learned/
programmed remote signals remain stored.

Battery life
Under normal conditions, size AA 
(LR6) alkaline batteries will last up 
to one year. If the RM-VLZ620 does 
not operate properly, the batteries 
might be drained. If this happens, 
replace both batteries with new 
ones.

Notes on batteries
 Do not use an old battery with a new one, 

or mix different types of batteries together.
 If the electrolyte inside the battery should 

leak, wipe the contaminated area of the 
battery compartment with a cloth and 
replace the old batteries with new ones. To 
prevent electrolyte from leaking, remove 
the batteries if you plan not to use the RM-
VLZ620 for a long period of time.
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Location of Controls 

The function of the buttons varies 
depending on settings/operating 
modes.
The “Table of Preset Functions” 
(page 36) shows how the RM-
VLZ620 generally operates for each 
device in the factory preset mode.

1	SET indicator
Lights or flashes during settings.

2	SET button
3	Device Select buttons

Light with the button press to 
indicate the current device 
mode.

4	Player Control buttons
5	A, B, C, D buttons
6	GUIDE button
7	////  buttons
8	LIST button
9	RETURN button
0	MENU button
qa VOL (volume) +/– buttons
qs INPUT button
qd Number buttons
qf  (dot) button
qg SYSTEM CONTROL buttons
qh  (open/close) button
qj TV button

Turns the TV on or off.
qk POWER button
ql PAGE +/– buttons
w; FAVORITES button
wa INFO button
ws OPTIONS button
wd RECALL button
wf MUTING button
wg CH (channel) +/– buttons
wh SLEEP button
wj ENTER button

About tactile dots
The number 5, CH +, and  buttons each 
have a tactile dot for ease of use.
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Controlling Sony 
Devices with the 
RM-VLZ620

The RM-VLZ620 is preset at the 
factory to operate Sony brand A/V 
devices set to any of the Device 
Select buttons (see the table below). 

Device 
Select  
button 

Preset  
device

Factory 
setting*

TV Sony TV 02473

CBL (SAT) Cable set top box 
(non-Sony)

51376

DVR (PVR) Sony digital video 
recorder

22676

DVD Sony DVD player 11033

BD Sony Blu-ray Disc 
player

11516

VCR Sony VCR 60032

CD Sony CD player 70000

AMP Sony receiver 82586
* The five-digit code is the preset 

manufacturer’s code.

Notes
 For button functions for each device, see 

“Table of Preset Functions” (page 36).
 The remote control signals may be 

different for some devices or functions. In 
this case, teach the remote control 
appropriate signals to the RM-VLZ620 
(page 20).

 To control other Sony devices that are not 
preset at the factory, set the manufacturer’s 
code for the device (page 12).

 Some devices that do not support infrared 
signals will not work with the 
RM-VLZ620.

Device 
Select 
buttons

Example:  To operate a Sony 
DVD player

1	 Press	the	desired	Device	
Select	button.

The selected Device Select button 
lights up when you press it, and 
turns off when you release it.

2	 Press	any	button	to	control	
the	device.
See “Table of Preset Functions” 
(page 36) for the functions of 
buttons for each device.

Note
If the device does not automatically turn on, 
press POWER to turn it on.

Controlling Devices
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To clear automatic power-on 
control for a Sony device

SET/SET 
indicator

�, �

Device 
Select 
buttons

The Device Select buttons are preset 
to automatically turn on the selected 
device when pressed. To clear auto 
power-on control, perform the 
procedure below.

1	 Press	and	hold	SET	for	more	
than	3	seconds.	
While	keeping	SET	held	
down,	press	 ,	then	release	
both	buttons.

The	SET	indicator	
lights	up.

2	 Enter	� - � - �.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes

3	 Press	the	Device	Select	
button	you	want	to	change.

The SET indicator flashes three 
times, and the indicators turn off.

3	flashes

To cancel the process
Press SET anytime.
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To check which Device Select 
button is set for a Sony 
device
Press POWER in Step 3 above.
The Device Select buttons set for 
Sony devices will flash in sequence.

Device Select buttons set for non-
Sony devices will not flash.

To set automatic power-on 
control again
Perform the same procedure as 
when you clear the automatic 
power-on control.

Notes 
 If you set the manufacturer’s code of a 

non-Sony device on a Device Select 
button, you cannot set the automatic 
power-on control on the button. 
If you change to the code of a non-Sony 
device after setting automatic power-on 
control, the control will be cleared.

 If you attempt automatic power-on control 
for a non-Sony device, the SET indicator 
will flash once and turn off (to indicate 
that you cannot set this control).

 If you teach a signal or program a 
consecutive procedure to a Device Select 
button to which the automatic power-on 
control is set, the control will not work. To 
activate the control, clear the learned 
signal or programmed consecutive 
procedure from the Device Select button.

Setting the 
Manufacturer’s Code 
for Non-Sony Devices

You can use the RM-VLZ620 for major 
brand A/V devices. To use with non-
Sony A/V devices, or Sony devices that 
are not preset at the factory (see table 
below for factory setting), you need to 
set the manufacturer’s code for each 
device to any of the eight Device Select 
buttons.

Device 
Select 
button 

Preset  
device

Factory 
setting*

TV Sony TV 02473

CBL (SAT) Cable set top box 
(non-Sony)

51376

DVR (PVR) Sony digital video 
recorder

22676

DVD Sony DVD player 11033

BD Sony Blu-ray Disc 
player

11516

VCR Sony VCR 60032

CD Sony CD player 70000

AMP Sony receiver 82586
* The five-digit code is the preset 

manufacturer’s code.

Notes 
 Only a TV or projector can be assigned to 

the TV Device Select button. You can 
assign any device to the other Device 
Select buttons. For button functions for 
each device, see “Table of Preset Functions” 
(page 36).

 If no operations are performed for 10 
seconds while setting, the setting will be 
canceled, and must be restarted.

 Some devices that do not support infrared 
signals will not work with the 
RM-VLZ620.
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Setting the 
manufacturer’s code

SET/SET 
indicator

Number 
buttons

Device 
Select 
buttons

Example: To set up a Philips 
TV (01454)

1	 Refer	to	the	supplied	
“Manufacturer’s	Code	List,”	
and	find	the	five-digit	
manufacturer’s	code	for	the	
desired	device.
If more than one manufacturer’s 
code is listed, use the code that is 
listed first.
It is recommended to keep a note 
of the codes for your devices, for 
easy reference later.

Device Manufacturer’s code
TV (01454)

CBL

DVR

DVD

BD

VCR

CD

AMP

Note
If you cannot find the manufacturer’s 
code, use the Search function (page 15).

2	 Press	and	hold	SET	for	more	
than	3	seconds.

The	SET	
indicator	
lights	up.

While	keeping	SET	held	
down,	press	the	desired	
Device	Select	button,	then	
release	both	buttons.

The selected Device Select button 
lights up.

3	 Enter	the	manufacturer’s	
code	(01454).

The SET indicator flashes three 
times, and the indicators turn off.

3	flashes

To cancel the process
Press SET anytime.
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Note
If the setting is incomplete, the SET indicator 
flashes once and the indicators turn off. Start 
again from the beginning.
If you enter a manufacturer’s code that is not 
listed in the supplied “Manufacturer’s Code 
List,” the setting will be canceled.

To operate the device 
1 Press the Device Select button for 

the device you want to operate.
 The Device Select button flashes.
2 Press POWER to turn on the 

device.
� Press any button to control the 

device.
 See “Table of Preset Functions” 

(page 36) for the functions of 
buttons for each device.

If the RM-VLZ620 does not seem to be 
working
 First, try repeating the setup procedure 

using another manufacturer’s code (if 
listed for your device).

 Try setting the code number using the 
Search function (page 15).

 The remote control signals may be 
different for some devices or functions. In 
this case, teach the remote control 
appropriate signals to the RM-VLZ620 
(page 20).

To clear a manufacturer’s 
code setting
You can reset the code of any Device 
Select button to its factory setting.
1 Press and hold SET for more than 

3 seconds.
 The SET indicator lights up.
 While keeping SET held down, 

press .
2 Enter � - 0 - 2.
 The SET indicator flashes three 

times.
� Press the Device Select button 

you want to reset.
 The SET indicator flashes three 

times and the indicators turn off.

To cancel the process, press SET 
anytime.

Notes
 When you reset a Device Select button, the 

learned function or programmed 
consecutive procedure will also be cleared 
from the button.

 To clear all the settings of the RM-VLZ620, 
see page 32.
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Searching for the 
Manufacturer’s Code 
for Non-Sony Devices

If you cannot find the 
manufacturer’s code in the supplied 
“Manufacturer’s Code List,” set the 
code using the Search function.

Note
If no operations are performed for 10 
seconds while setting, the setting will be 
canceled, and must be restarted.

SET/SET 
indicator

�, 2

Device 
Select 
buttons

,  
,  

Example: To set the 
manufacturer’s code for your 
TV

1	 Power	on	the	device	with	its	
power	switch.

2	 Aim	the	RM-VLZ620	at	the	
device	you	want	to	set.

3	 Press	and	hold	SET	for	more	
than	3	seconds.

The	SET	
indicator	
lights	up.

While	keeping	SET	held	
down,	press	the	desired	
Device	Select	button,	then	
release	both	buttons.

The selected Device Select button 
lights up.

4	 Enter	� - 2 - 2.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes

5	 Press	and	hold		to	start	
searching.
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6	 When	the	device	turns	off,	
release	the	button.
If you overshoot the required 
code, you can search for the next 
or previous code using the  
or  button.

7	 Press	 .

The SET indicator flashes three 
times, and the indicators turn off.

3	flashes

To cancel the process
Press SET anytime.

Notes 
 If all codes have been cycled through once, 

the SET indicator and selected Device 
Select button flash once and turn off.

 If the setting is incomplete, the SET 
indicator flashes once and the indicators 
turn off.

 If you still cannot operate the device, even 
after setting the manufacturer’s code using 
the Search function, another code may be 
available. Repeat the above steps to search 
for another code that works for most 
functions of your device.

Checking the 
manufacturer’s code you 
have set
You can check the manufacturer’s 
code number you have set. 

Example: To check the code 
number (50831) you have set 
for the TV 

1	 Press	and	hold	SET	for	more	
than	3	seconds.

The	SET	
indicator	
lights	up.

While	keeping	SET	held	
down,	press	the	desired	
Device	Select	button,	then	
release	both	buttons.

The selected Device Select button 
lights up.

2	 Enter	� - � - �.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes

3	 Press	.
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4	 The	SET	indicator	and	
selected	Device	Select	
button	flash	in	sequence	
according	to	the	
manufacturer’s	code	you	set.	
Count	the	number	of	flashes	
to	determine	the	code	
number.

Digit SET TV Code
First flashes once flashes  

5 times
= 5

Second flashes twice flashes 
rapidly*

= 0

Third flashes  
3 times

flashes  
8 times

= 8

Fourth flashes  
4 times

flashes  
3 times

= 3

Fifth flashes  
5 times

flashes 
once

= 1

* Flashing rapidly indicates “0.”

If you want to check once more, 
press .

5	 Press	SET	to	finish.
The indicators turn off.

Adjusting the Volume 

Press VOL +/– to control the 
volume. Press MUTING to mute the 
sound. 

When a video device is selected, the 
TV’s volume is controlled. When an 
audio device is selected, the 
amplifier’s volume is controlled. 

Video	devices	are:
TV, Cable set top box, Satellite 
receiver, IPTV, DVR (digital video 
recorder)/PVR (personal video 
recorder), DVD player, DVD 
recorder, Blu-ray Disc/HD-DVD 
player, VCR 

Audio	devices	are:	
CD player, Cassette deck, Amplifier, 
Receiver, Audio accessory

The factory setting for each Device 
Select button is as follows.

Device Select 
button

Controls the 
volume of

TV, CBL, DVR, DVD, 
BD, VCR

TV

CD, AMP Amplifier

Notes 
 It is recommended that you first set the TV 

and AMP manufacturer’s code before 
setting up any other devices.

 When a projector or DVD Home Theater 
is selected, its volume can be 
independently controlled.
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Controlling volume via an 
amplifier
If your TV (or other video device) is 
connected to an amplifier or DVD 
Home Theater, you may want to 
hear the sound from the speakers via 
your amplifier. In this case, change 
the factory preset so that you can 
control the volume of your audio 
device without switching the 
controlling device from video to 
audio each time.

To change the factory preset 
of the volume control

SET/SET 
indicator

�, 5

Device 
Select 
buttons

Example: To set the DVD 
Device Select button to 
control the volume via the 
amplifier

1	 Press	and	hold	SET	for	more	
than	3	seconds.

The	SET	
indicator	
lights	up.

While	keeping	SET	held	
down,	press	the	Device	
Select	button	for	the	device	
you	want	to	control	the	
volume	via	the	amplifier,	
then	release	both	buttons.

The selected Device Select button 
lights up.

2	 Enter	� - 5 - 5.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes
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3	 Press	the	Device	Select	
button	to	which	the	
connected	amplifier	is	
assigned.

The SET indicator flashes three 
times and the indicators turn off.

3	flashes

To cancel the process
Press SET anytime. 

To reset the volume control
1 Press and hold SET for more than 

3 seconds.
The SET indicator lights up.

 While keeping SET held down, 
press the Device Select button 
you want to reset.

2 Enter � - 5 - 5.
The SET indicator flashes three 
times.

� Press the same Device Select 
button you pressed in Step 1.
The SET indicator flashes three 
times and the indicators turn off.
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Teaching the RM-
VLZ620 New Functions 
(Learning Function)

If you cannot control a device, even 
after correctly setting the 
manufacturer’s code, you can teach 
the RM-VLZ620 new functions by 
using the original remote control 
supplied with the device.

You can teach a function to all the 
buttons (except SET) for any device 
mode.
To teach the Device Select or 
SYSTEM CONTROL buttons, see 
page 24.
You may find it useful to write down 
the functions you have taught.

Notes 
 Use new batteries in both remote control 

units.
 Certain remote control signals may not be 

learned.
 If the function has already been learned, it 

will be overwritten with the new one.
 You cannot teach a number button to 

which you have already assigned a channel 
(page 27).

	You can also teach the signals of a 
computer’s remote control (including a 
built-in tuner type) to control the monitor.

 If you do not perform learning steps for 10 
seconds at any point during the process, 
the learning procedure is canceled.

SET/SET 
indicator

�, 8

Device 
Select 
buttons

Example: To teach a function 
to the  (play) button in DVD 
mode

1	 Place	the	RM-VLZ620	head	
to	head	with	your	device’s	
remote	control.

About	3	–	8	cm		
(1	–	3	in.)	away

Remote	control	for	
your	device

RM-VLZ620
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2	 Press	and	hold	SET	for	more	
than	3	seconds.	
While	keeping	SET	held	
down,	press	 ,	then	release	
both	buttons.

The	SET	indicator	
lights	up.

3	 Enter	� - 8 - 8.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes

4	 Press	the	Device	Select	
button	for	the	device	you	
want	to	control.	

The selected Device Select button 
lights up.

5	 Press	the	button	on	the	RM-
VLZ620	you	want	to	teach.

The SET indicator flashes with 
the button press. (Learning 
function standby.)

flash

Note
Perform the next step within 30 seconds. 
Otherwise, the SET indicator flashes 
once and the learning procedure returns 
to Step 4.

6	 Press	the	button	on	the	
original	remote	control	to	
transmit	the	signal	to	the	
RM-VLZ620.
During signal transfer, only the 
SET indicator stays lit, and the 
Device Select button turns off.
After signal transfer is complete, 
the SET indicator flashes three 
times, and the RM-VLZ620 
returns to the state in Step 4.

Data	transfer	
completed

Remote	
control	of	
device

3	flashes
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Note
If the SET indicator flashes only once, it 
indicates that learning is incomplete. 
Repeat from Step 4 again. 

7	 Repeat	Steps	4	to	6	to	teach	
other	new	functions.

8	 Press	SET	to	finish	teaching.
The SET indicator turns off.

To cancel the process
Press SET anytime.

Notes
 If you teach a signal to a button, the 

learned function will remain even after 
you set a manufacturer’s code.

 You cannot teach a simultaneous button 
operation (for example  + ) to the 
two buttons on the RM-VLZ620 at a time.

 In this case, teach the signal to a single 
button while pressing two buttons on the 
original remote control at the same time.

To teach an air-conditioner’s 
functions
If you adjust the setting of the air-
conditioner according to the season, 
reset the parameters of the air 
conditioner’s remote control 
(temperature, air strength and 
direction, etc.), and teach the new 
remote signals to the RM-VLZ620.

When the power button on the 
remote control for an air-
conditioner, etc., toggles between 
power-on and off with each press, 
the power-on/off operation may not 
be learned correctly. In this case, 
teach the power-on/off signals to 
two separate buttons on the 
RM-VLZ620. 

1 Teach the power-on signal to a 
button (transmit the power-on 
signal by pressing the power 
button when the device is turned 
off).

2 Teach the power-off signal to 
another button (transmit the 
power-off signal by pressing the 
power button when the device is 
turned on).

The two learned buttons of the RM-
VLZ620 now control the power-on/
off signals of the device respectively.

Note
Devices such as air conditioners and heaters 
receiving an infrared signal can be dangerous 
if misoperated. Be sure to place the RM-
VLZ620 out of the reach of small children or 
pets, and lock the controls using the Hold 
function (page 31).

Tips for teaching accurately
 Do not move the remote control 

units during the learning 
procedure.

 Use new batteries in both remote 
control units.

 Avoid performing the learning 
procedure in places subject to 
direct sunlight, or strong 
fluorescent light. (Noise may 
interfere with the learning 
procedure.)

 The remote control detector area 
may differ depending on each 
remote control unit. If the RM-
VLZ620 does not learn signals, try 
changing the positions of the two 
remote control units.

 When you teach the signals of an 
interactive signal exchange system 
remote control unit (supplied with 
certain Sony’s amplifiers) to the 
RM-VLZ620, the response signal 
of the main unit may interfere 
with the learning of the RM-
VLZ620. In such a case, move to a 
place where the signals will not 
reach the main unit (e.g., another 
room).
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To clear the learned function 
of a single button 

Example: To clear the learned 
function from number button 
1 in DVD mode

1	 Press	and	hold	SET	for	more	
than	3	seconds.	
While	keeping	SET	held	
down,	press	 ,	then	release	
both	buttons.

The	SET	indicator	
lights	up.

2	 Enter	� - 0 - �.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes

3	 Press	the	desired	Device	
Select	button.

The selected Device Select button 
lights up.

4	 Press	the	learned	button	you	
want	to	reset.

When the learned function is 
cleared, the SET indicator flashes 
three times and the indicators 
turn off.

3	flashes

Note
To clear another function, repeat Steps 3 
and 4.

5	 Press	SET	to	finish	setting.
The SET indicator turns off.

To cancel the process
Press SET anytime.

To clear all the learned 
functions under a specific 
device mode

Example: To clear all learned 
functions under DVD mode

1	 Press	and	hold	SET	for	more	
than	3	seconds.	
While	keeping	SET	held	
down,	press	 ,	then	release	
both	buttons.

The	SET	indicator	
lights	up.
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2	 Enter	� - 0 - 5.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes

3	 Press	the	desired	Device	
Select	button.	

When the learned functions is 
cleared, the SET indicator flashes 
three times and the indicators 
turn off.

3	flashes

To cancel the process
Press SET anytime.

Teaching the Device Select 
or SYSTEM CONTROL 
buttons
For example, if you want to switch 
your amplifier to DVD input, teach 
an input select signal to the DVD 
Device Select button so that the 
amplifier is automatically switched 
to DVD simply by pressing the DVD 
Device Select button. (For this 
operation, the amplifier should first 
be turned on.)

Notes
 Use new batteries in both remote control 

units.
 If a consecutive procedure has been 

programmed to the button (page 28), the 
setting procedure will be canceled.

SET/SET 
indicator

�, 8

Device 
Select 
buttons

SYSTEM 
CONTROL 
buttons
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Example: To teach the DVD 
input signal of your amplifier 
to the DVD Device Select 
button (when the DVD input 
can be selected with one 
button press)

1	 Place	the	RM-VLZ620	head	
to	head	with	your	device’s	
remote	control.

About	3	–	8	cm		
(1	–	3	in.)	away

Remote	control	for	
your	device

RM-VLZ620

Note
If you do not perform learning steps 
within 10 seconds at any point during the 
process, learning mode is canceled.

2	 Press	and	hold	SET	for	more	
than	3	seconds.	
While	keeping	SET	held	
down,	press	 ,	then	release	
both	buttons.

The	SET	indicator	
lights	up.

3	 Enter	� - 8 - 8.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes

4	 Press	and	hold	the	Device	
Select	button	you	want	to	
teach	for	more	than	3	
seconds.

The selected Device Select button 
lights up.

Notes
 When teaching a SYSTEM CONTROL 

button, use a short press. Note that the 
selected button does not light up.

 If you do not perform the next step 
within 30 seconds, the SET indicator 
flashes once. Repeat from Step 4 again.

5	 Select	the	DVD	input	on	the	
original	remote	control.
After data transfer is complete, 
the SET indicator flashes three 
times, and the RM-VLZ620 
returns to the state in Step 4.

3	flashes

Note
If the SET indicator flashes only once, it 
indicates that learning is incomplete. 
Repeat from Step 4 again. 

6	 Repeat	Steps	4	and	5	to	
teach	other	functions.

7	 Press	SET	to	finish	teaching.
The SET indicator turns off.

To cancel the process
Press SET anytime.
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To clear the learned function 
from the Device Select 
button or SYSTEM CONTROL 
button
1 Press and hold SET for more than 

3 seconds.
The SET indicator lights up.

 While keeping SET held down, 
press .

2 Enter � - 0 - �.

The SET indicator flashes three 
times.

� Press and hold the Device Select 
button for more than 3 seconds, 
or press the SYSTEM CONTROL 
button you want to reset.
When the learned function is 
cleared, the SET indicator flashes 
three times.

� Press SET to finish setting.
The SET indicator turns off.



2�

A
dditional Features

	 RM-VLZ620_U	(US)	4-170-639-12(1)

Assigning a Channel to 
Each Number Button

Channel selecting procedures can be 
programmed to the number 
buttons (0 – �) for each device 
mode, which allows you to select any 
channel number directly with a 
single press of a number button.

Notes
 If another channel has already been set on 

a button, it will be overwritten with the 
new one.

 If the button has already learned a 
function, you cannot assign a channel.

 Once a number button has been 
programmed, it cannot function as a 
regular number button.

SET/SET 
indicator

Number 
buttons, 
ENTER

Device 
Select 
buttons

Example: To assign a channel 
to number button 9 in CBL 
mode

1	 Press	and	hold	SET	for	more	
than	3	seconds.

The	SET	
indicator	
lights	up.

While	keeping	SET	held	
down,	press	the	desired	
Device	Select	button,	then	
release	both	buttons.

The selected Device Select button 
lights up.

2	 Enter	� - � - 1.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes

3	 Press	the	number	button	
where	you	want	to	assign	the	
channel.

The SET indicator flashes three 
times.

3	flashes

Additional Features
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4	 Enter	the	desired	channel	
number.

Notes
 You can press up to four buttons among 

the number buttons,  (dot), and 
ENTER. 
If you press any other button, the SET 
indicator flashes once and turns off, 
and the setting is canceled.
 If you press four buttons, the setting 

mode ends and the channel will be 
programmed.

5	 Press	SET	to	complete	the	
programming.
The SET indicator flashes three 
times, and the indicators turn off.

3	flashes

You can now select the channel 
by pressing just the number 9 
button.

To cancel the process
Press and hold SET for more than 3 
seconds. The indicators turn off.

To clear the program
1 Press and hold SET for more than 

3 seconds.
The SET indicator lights up.

 While keeping SET held down, 
press the desired Device Select 
button.

2 Enter � - � - 1.
The SET indicator flashes three 
times.

� Press and hold the programmed 
number button you want to reset 
for more than 3 seconds.

 When the program is cleared, the 
SET indicator flashes three times 
and turns off.

Programming the RM-
VLZ620 Consecutive 
Procedures

You can program a consecutive 
procedure and perform them by 
pressing just one button.  
You can program up to 16 
consecutive steps to each of the 
SYSTEM CONTROL buttons (1 – �) 
or the Device Select buttons.
To perform the programmed 
procedure:
– Press the programmed SYSTEM 

CONTROL button. 
– Press and hold the programmed 

Device Select button for more 
than 2 seconds*.

* If you release the button within 2 seconds, 
the Device Select button will function to 
select the device mode.

Notes
 If another consecutive procedure has 

already been set on the button, it will be 
overwritten with the new one.

 If the button has already learned a 
function, the setting procedure will be 
canceled. Clear the learned function (page 
26).

Example: To program a 
consecutive procedure to 
watch a DVD to the SYSTEM 
CONTROL 2 button:
Power on the TV.
 
Power on the DVD player.
 
Power on the amplifier.
 
Set the input selector of the 
amplifier to DVD input.
 
Set the input mode of the TV to 
VIDEO 1.
 
Start DVD playback.
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SET/SET 
indicator

�, 8, 1

Device 
Select 
buttons

SYSTEM 
CONTROL 
buttons

1	 Press	and	hold	SET	for	more	
than	3	seconds.	
While	keeping	SET	held	
down,	press	 ,	then	release	
both	buttons.

The	SET	indicator	
lights	up.

2	 Enter	� - 8 - 1.

The SET indicator flashes three 
times to indicate that the setting 
mode has been entered.

3	flashes

3	 Press	a	SYSTEM CONTROL	
button	or	Device	Select	
button	you	want	to	
program.

4	 Program	a	consecutive	
procedure.
With this example, press the 
buttons in sequence as below*:

DVD

VIDEO1

* The procedure may differ depending 
on your device. Program the correct 
procedure for your device.
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Notes
 You can press any button other than 

the SET or SYSTEM CONTROL 
buttons.

 You can skip the POWER button for 
Sony devices by using automatic 
power-on control instead.

 If you have programmed an incorrect 
operation by mistake, the setting is 
canceled. Start from the beginning.

 If you press a Device Select button in a 
consecutive procedure, the function 
already learned on the button will not 
be programmed.

5	 Press	SET	to	complete	the	
programming.
The SET indicator flashes three 
times and turns off.

3	flashes

To cancel the process
Press and hold SET for more than 3 
seconds. The SET indicator turns 
off.

To clear a programmed 
procedure
1 Press and hold SET for more than 

3 seconds.
The SET indicator lights up.

 While keeping SET held down, 
press .

2 Enter � - 8 - 1.
The SET indicator flashes three 
times.

� Press and hold the programmed 
button you want to reset for more 
than 3 seconds.
When the programmed 
procedure is cleared, the SET 
indicator flashes three times and 
turns off.

If your device does not 
accept consecutive remote 
control signals
If the device does not respond to the 
next signal immediately after the 
power-on signal, you can insert 
other signals or an interval by 
pressing the same Device Select 
button. 
For Example, if TV power-on and 
input select do not work properly:
 Insert another device signal by 

pressing
 TVPOWERDVD	

POWERTVINPUT
 Insert a 0.3 second interval 

between each signal by pressing 
 TVPOWERTVINPUT
(Added signals are underlined.)

Notes
 If you interrupt the procedure at any point 

for over 10 seconds, the setting mode ends.  
Start again from the beginning.

 If you try to program more than 16 steps, 
the setting mode ends, and the 16 steps you 
have programmed are registered. 

 If you change the manufacturer’s code or 
teach a new signal on a button that has been 
programmed for a consecutive procedure, 
the new signal will be transmitted when you 
press the corresponding Device Select 
button.
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Locking the Controls 
(Hold Function)

To prevent accidental operation, you 
can lock all the buttons with the 
Hold function.
It is recommended to use this 
function to prevent children from 
misoperating devices such as air 
conditioners.

SET/SET 
indicator

POWER

1	 Press	and	hold	SET	for	more	
than	3	seconds.

The	SET	
indicator	
lights	up.

2	 While	keeping	SET	held	
down,	press	POWER,	then	 ,	
and	release	three	buttons	at	
the	same	time.

The SET indicator flashes three 
times and turns off. 

3	flashes

The hold function is set. 
While all the buttons are locked, 
no function can be operated.
If you press any key except SET, 
the SET indicator will flash three 
times.

To unlock the controls
1 Press and hold SET for more than 

3 seconds.
The SET indicator lights up.

2 While keeping SET held down, 
press POWER, then RETURN, 
and release three buttons at the 
same time. 
The SET indicator flashes three 
times and turns off.  
All the buttons will be unlocked.
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Restoring the Factory 
Settings

You can clear all the settings 
(manufacturer’s codes, learned 
functions, and programmed 
consecutive procedures), and reset 
the RM-VLZ620 to its factory 
settings.
If you want to clear the settings for 
any Device Select button, see page 
14.

SET/SET 
indicator

�, 0

1	 Press	and	hold	SET	for	more	
than	3	seconds.	
While	keeping	SET	held	
down,	press	 ,	then	release	
both	buttons.

The	SET	indicator	
lights	up.

2	 Enter	� - 0 - 0.

The Device Select buttons start 
flashing in sequence.

If you want to clear all the 
settings, go to Step 3.
To cancel, press any button 
except . The SET indicator 
flashes once and turns off.

3	 Press	 .

When all the settings have been 
cleared, the SET indicator flashes 
three times and turns off.

3	flashes
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Precautions 

 Do not drop the unit or give a 
shock to the unit, or it may cause a 
malfunction.

 Do not leave the unit in a location 
near heat sources, or in a place 
subject to direct sunlight, 
excessive dust or sand, moisture, 
rain or mechanical shock.

 Do not put foreign objects into the 
unit. Should any liquid or solid 
object fall into the unit, have it 
checked by qualified personnel 
before operating the unit any 
further.

 Do not expose the remote control 
detectors of your devices to direct 
sunlight or other strong 
illumination.  Too much light 
there can interfere with remote 
control operations.

 Place the remote control out of the 
reach of small children or pets. 
Devices such as air conditioners, 
heaters, electric appliances, and 
electric shutters or curtains 
receiving an infrared signal can be 
dangerous if misused.

Maintenance 

Clean the surface with a soft cloth 
slightly moistened with water or a 
mild detergent solution.  
Do not use any type of solvent such 
as alcohol, benzene or thinner as 
they may damage the finish of the 
surface.

Specifications 

Operating distance
Approx. 11 m (36 ft) (varies depending on 
devices of different manufacturers)

Power requirements 
Two size AA (R6) dry batteries (not 
supplied)

Battery life
Approx. 1 year when using size AA (LR6) 
alkaline batteries (varies depending on 
frequency of button use - up to approx. 300 
times per day.)

Dimensions
Approx. 52 × 236 × 26 mm  
(2 1/8 × 9 3/8 × 1 1/16 in.) (w × h × d)

Mass
Approx. 122 g (4.3 oz) (not including 
batteries)

Design and specifications are subject to 
change without notice. 

Other Information
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Troubleshooting 

If you have problems setting up or using the RM-VLZ620, first check the 
batteries (page 8), then check the items below.

Symptom Remedy

You cannot operate the 
device.

 Move closer to the device. The maximum operating distance is 
approximately 11 m (36 ft).

 Aim the RM-VLZ620 directly at the device. 
 Remove any obstacles in the path between the RM-VLZ620 

and the device.
 Power on the devices first, if necessary.
 Make sure you have pressed the correct Device Select button. 
 Check that the device has infrared remote capability. For 

example, if your device did not come with a remote control, it 
probably is not capable of being controlled by the RM-VLZ620.

 You have assigned a different device to the Device Select 
button. Check the device assigned to that button and the 
manufacturer’s code.

You cannot control the 
volume.

 Your video devices (e.g., DVD player) may be connected to an 
audio system. Change the factory preset of the volume control 
(page 18).

The Device Select 
buttons flash at a 
constant interval when 
you press a button.

 The batteries are weak. 
Replace them with new ones.

The SET indicator 
flashes once and turns 
off during setting.

 The manufacturer’s code cannot be set. Refer to the supplied 
“Manufacturer’s Code List” and set the manufacturer’s code 
again (page 13).

 If no operations are performed for 10 seconds while setting, the 
setting will be canceled, and must be restarted from the 
beginning.

The SET indicator 
flashes once when you 
press any button.

 The Hold function is on. Unlock the Hold function (page 31).

You cannot operate the 
device even after setting 
the manufacturer’s code.

 Set the manufacturer’s code correctly. If the first code that is 
listed does not work, set other codes in the order they are listed 
in the supplied “Manufacturer’s Code List.”

 Some features may not be preset.  If some or all of the buttons 
do not function correctly even after you have set the 
manufacturer’s code, then teach the RM-VLZ620 new 
functions by using the original remote control supplied with 
the device (page 20).

 The device may be operated with a manufacturer’s code that is 
not listed in the “Manufacturer’s Code List.” Set a 
manufacturer’s code again with the search function (page 15).

The signals of the 
remote control supplied 
with the device cannot 
be transmitted to the 
RM-VLZ620.

 When you teach signals of an interactive signal exchange 
system remote control unit (supplied with some of Sony’s 
amplifiers) to the RM-VLZ620, the response signal of the main 
unit may interfere with the learning of the RM-VLZ620. In 
such a case, move to a place where the signals will not reach the 
main unit (e.g., another room, etc.).
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Symptom Remedy

The RM-VLZ620 failed 
to learn the signals of 
the remote control 
supplied with the device.

 Avoid learning in places under direct sunlight or strong 
fluorescent light.

 Turn off any nearby infrared devices, such as an air-conditioner 
or headphones.

 Avoid learning near a plasma TV, or turn off the plasma TV 
while learning.

 When teaching the signals, keep the distance between the RM-
VLZ620 and the other remote control about 3 – 8 cm (1 – 3 
in.).

 The RM-VLZ620 supports infrared signals only. RF signals or 
two-way communication signals are not supported.

 The batteries are weak. Use new batteries in both remote 
control units.

You cannot operate the 
device even after 
teaching the 
RM-VLZ620.

 Make sure that you teach the RM-VLZ620 the correct signals 
(page 20). 

 The volume, cursor, and some other buttons continue to work 
when pressed down for some seconds. If you teach the signals 
of such buttons, the RM-VLZ620 may not learn the signals 
accurately. Teach the signal by holding down the button on the 
remote control of the other device. 

 The consecutive procedure has been already programmed on 
the button. Clear the program (page 30).

 There are no available buttons for teaching. Clear the 
infrequently used learned functions (page 23), and teach the 
signals again.

After programming the 
power-on signal of the 
device, pressing that 
Device Select button 
does not function 
correctly.

 You have already set a new function or consecutive procedure 
on the Device Select button. Clear the learned function or 
programmed procedure. 
This function is for Sony devices only.

A consecutive 
procedure does not 
work properly.

 When you program a consecutive procedure, make sure to 
follow the correct steps (pages 28).

 Change the direction the RM-VLZ620 is aimed. If the problem 
persists, position the programmed devices closer together.    

 Remove any obstacles in the path between the RM-VLZ620 
and the devices.

 Position the devices back to the way they were before you set a 
consecutive procedure.

 Some devices may not always be powered on by a consecutive 
procedure. This is because the power of the device turns on 
and off alternately when receiving the power on/off signal. In 
this case, check the operating device’s power on/off status 
beforehand.

 If you change the manufacturer’s code or teach a new signal on 
a button that has been programmed for a consecutive 
procedure, the new signal will be transmitted when you press 
the corresponding Device Select button.

 Some devices may not respond to the next signal immediately 
after the power-on signal.  
In this case, you can insert an interval by the following means.

 –  Change the button order.
 –  Press the same Device Select button again. Each time you 

press the button, you can insert an interval (page 30).
 The button has already learned a function. Clear the learned 

function (page 23).
 Check the status of the device and make sure that you have set 

the device properly to receive signals.

For customers in the U.S.A.

Customer Support Information 
After you have read through this manual, if you still cannot get the RM-VLZ620 to work 
properly, call the Sony Customer Support Helpline  
at 1-800-822-2217.
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The function of the buttons varies 
depending on settings/operating 
modes. The following table (page 37 
through page 45) shows how the 
RM-VLZ620 generally operates for 
each device in the preset mode.

You can assign another device to any 
of the Device Select buttons except 
TV. Once you set a Device Select 
button to a different type of device, 
the entered manufacturer’s code 
becomes effective. In this case, the 
function of the buttons may be 
different from the following table.

Notes
 The reference numbers correspond with 

the KEY DISPLAY in the following table.
 There may be some devices or functions 

that cannot be operated with RM-VLZ620.
 To use the original device setting, set the 

manufacturer’s code again (page 12).
 If you enter a new brand’s manufacturer’s 

code without clearing the previous learned 
functions on that Device Select button, the 
previously learned functions remain 
effective. Clear functions you do not use 
frequently.

 When you press the  (record) button, be 
careful not to accidentally erase the 
previously recorded contents.

Table of Preset Functions
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TV button 

The buttons operate as below in the 
factory preset mode.

TV
KEY DISPLAY FUNCTION

  Selects VIDEO 1 input.

 Selects VIDEO 2 input.

 Selects HDMI input.

  Selects RGB input.

  PIP INPUT 
Changes the input of the 
“window” picture.

  PIP 
Turns the “window” 
picture on and off.

  PIP MOVE 
Moves the location of the 
“window” picture.

  PIP STILL 
Freezes the “window” 
picture.

  PIP SWAP 
Switches between “main” 
and “window” picture.

 A Red button

 B Green button

 C Yellow button

 D Blue button

 GUIDE Displays the program 
guide (EPG).

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 LIST CAPTION 
Displays closed 
captioning.

 RETURN Returns to the previous 
display/exits the menu.

 MENU Calls up the menu display.

 VOL +/– Turns the volume up/ 
down.

 INPUT Changes the input mode.

 1 – 9, 0, 
ENTER,  
(dot)

Changes the channel. For 
example, to change to 
channel 5, press 0 and 5 
(or, press 5 and ENTER).

 TV Turns the TV on and off.

 POWER Turns on and off.

KEY DISPLAY FUNCTION

 PAGE +/– PIP CH +/– 
Changes the channel up/
down in the “window” 
picture.

 FAVORITES Enables the Favorite 
function.

 INFO Displays program 
information.

 OPTIONS Displays the options 
menu.

 RECALL Selects the channel 
previously selected.

 MUTING Mutes the volume. Press 
again to turn muting off.

 CH +/– Switches the channel up/ 
down.

 SLEEP Enables the Sleep function 
(when available).

Projector
KEY DISPLAY FUNCTION

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 MENU Calls up the menu display.

 VOL +/– Turns the volume up/ 
down.

 INPUT Changes the input mode.

 1 Selects VIDEO 1 input.

 2 Selects VIDEO 2 input.

 3 Selects VIDEO 3 input.

 4 Selects VIDEO 4 input.

 5 Selects S-VIDEO input.

 6 Selects COMPONENT 
VIDEO input.

 7 Selects HDMI input.

 TV Turns the TV on and off.

 POWER Turns on and off.

 MUTING Mutes the volume. Press 
again to turn muting off.
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DVD button 

The buttons operate as below in the 
factory preset mode.

DVD player/recorder
KEY DISPLAY FUNCTION

  Opens/closes the disc tray.

  Skips to the previous 
chapter/track.

 Briefly replays the scene 
(Flash –).

 Briefly fast forwards the 
scene (Flash +).

  Skips to the next chapter/ 
track.

  Fast reverses.

  Plays.

  Fast forwards.

  Records (for DVD 
recorder). 

  Pauses.

  Stops.

 A SET UP 
Calls up the system/setup 
menu.

 B SUBTITLE 
Switches the subtitle.

 C AUDIO 
Changes the sound.

 D CLEAR 
Clears the setting.

 GUIDE Displays the program 
guide (EPG).

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 LIST Displays the Title List.

 RETURN Returns to the previous 
display/exits the menu.

 MENU Displays the DVD menu.

 INPUT Changes the input mode.

 1 – 9, 0 Number buttons

  (dot) +10 
Selects numbers 10 and 
above.

 TV Turns the TV on and off.

 POWER Turns on and off.

KEY DISPLAY FUNCTION

 PAGE + DVD 
Selects the DVD drive.

 PAGE – HDD 
Selects the internal HDD 
(hard disk drive).

 FAVORITES TOP MENU 
Displays the Top Menu.

 INFO DISPLAY 
Displays the playback 
information.

 OPTIONS Displays the options 
menu.

 RECALL DRIVE SELECT 
Switches between HDD 
and DVD.

 CH +/– Switches the channel up/
down (for DVD recorder).

 SLEEP Enables the Sleep function 
(when available).

 ENTER Enters the selected item.
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BD button 

The buttons operate as below in the 
factory preset mode.

Blu-ray Disc/HD-DVD player
KEY DISPLAY FUNCTION

  Opens/closes the disc tray.

  Skips to the previous 
chapter/track.

 Briefly replays the scene 
(Flash –).

 Briefly fast forwards the 
scene (Flash +).

  Skips to the next chapter/ 
track.

  Fast reverses.

  Plays.

  Fast forwards.

  Records (for BD recorder). 

  Pauses.

  Stops.

 A SET UP 
Calls up the system menu.

 B SUBTITLE 
Switches the subtitle.

 C AUDIO 
Changes the sound.

 D CLEAR 
Clears the setting.

 GUIDE Displays the program 
guide (EPG).

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 RETURN Returns to the previous 
display/exits the menu.

 MENU Displays the Pop-up 
Menu/Disc Menu.

 INPUT Changes the input mode.

 1 – 9, 0 Number buttons

  (dot) +10 
Selects numbers 10 and 
above.

 TV Turns the TV on and off.

 POWER Turns on and off.

 PAGE + BD 
Selects the BD drive.

KEY DISPLAY FUNCTION

 PAGE – HDD 
Selects the internal HDD 
(hard disk drive).

 FAVORITES TOP MENU 
Displays the Top Menu.

 INFO DISPLAY 
Displays the playback 
information.

 OPTIONS Displays the options 
menu.

 SLEEP Enables the Sleep function 
(when available).

 ENTER Enters the selected item.
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CBL (SAT) button 

The buttons operate as below in the 
factory preset mode.

Cable set top box
KEY DISPLAY FUNCTION

  Proceeds to the previous 
location.

 Briefly replays the scene 
(Flash –).

 Briefly fast forwards the 
scene (Flash +).

  Proceeds to the next 
location.

  Fast reverses.

  Plays.

  Fast forwards.

  Records.

  Pauses.

  Stops.

 A/B/C A, B, C buttons

 D Live TV
Displays Master Guide.

 GUIDE Displays the program 
guide (EPG).

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 LIST Displays the title of 
recorded program.

 RETURN Returns to the previous 
display/exits the menu.

 MENU Calls up the menu display.

 INPUT Changes the input mode.

 1 – 9, 0, 
ENTER,  
(dot)

Changes the channel. For 
example, to change to 
channel 5, press 0 and 5 
(or, press 5 and ENTER).

 TV Turns the TV on and off.

 POWER Turns on and off.

 PAGE +/– Page up/down

 FAVORITES Enables the Favorite 
function.

 INFO Displays program 
information.

 OPTIONS Displays the options 
menu.

KEY DISPLAY FUNCTION

 RECALL Switches between the 
current and previous 
channel.

 CH +/– Switches the channel up/ 
down.

 SLEEP Enables the Sleep function 
(when available).

Satellite receiver
KEY DISPLAY FUNCTION

  Proceeds to the previous 
location.

 Briefly replays the scene 
(Flash –).

 Briefly fast forwards the 
scene (Flash +).

  Proceeds to the next 
location.

  Fast reverses.

  Plays.

  Fast forwards.

  Records. 

  Pauses.

  Stops.

 A Red button

 B Green button

 C Yellow button

 D Blue button

 GUIDE Displays the program 
guide (EPG).

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 LIST Displays the title of 
recorded program/PVR 
menu.

 RETURN Returns to the previous 
display/exits the menu.

 MENU Calls up the menu display.

 INPUT TV/SAT 
Switches the output 
between SAT and TV 
(when connecting a TV).

 1 – 9, 0, 
ENTER,  
(dot)

Changes the channel. For 
example, to change to 
channel 5, press 0 and 5 
(or, press 5 and ENTER).

 TV Turns the TV on and off.

 POWER Turns on and off.

 PAGE +/– Page up/down
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KEY DISPLAY FUNCTION

 FAVORITES Enables the Favorite 
function.

 INFO Displays program 
information.

 OPTIONS Displays the Satellite dish 
menu/Station Index.

 RECALL Tunes to the last tuned 
station.

 CH +/– Switches the channel up/ 
down.

 SLEEP Enables the Sleep function 
(when available).

DVR (PVR) button 

The buttons operate as below in the 
factory preset mode.

Digital video recorder/
personal video recorder
KEY DISPLAY FUNCTION

  Opens/closes the disc tray.

  Proceeds to the previous 
location.

 Briefly replays the scene 
(Flash –).

 Briefly fast forwards the 
scene (Flash +).

  Proceeds to the next 
location.

  Fast reverses.

  Plays.

  Fast forwards.

  Records.

  Pauses.

  Stops.

 A REPLAY* 
Enables the Replay 
function for DVR/Replay 
TV.

 B Live TV* 
Displays Master Guide.

 GUIDE Displays the program 
guide (EPG).

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 LIST Displays the title of 
recorded program.

 RETURN Returns to the previous 
display/exits the menu.

 MENU Calls up the menu display.

 INPUT Changes the input mode.

 1 – 9, 0 Number buttons

  (dot) +10 
Selects numbers 10 and 
above.

 TV Turns the TV on and off.

 POWER Turns on and off.

 PAGE +/– Page up/down, Thumbs* 
up/down
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KEY DISPLAY FUNCTION

 INFO DISPLAY 
Displays the playback 
information.

 RECALL Selects the channel 
previously selected.

 CH +/– Switches the channel up/ 
down.

 SLEEP Enables the Sleep function 
(when available).

 ENTER Enters the selected item.

* These buttons correspond to TiVo service 
or the Replay service. Refer to its 
instruction manual for details.

VCR button 

The buttons operate as below in the 
factory preset mode.

VCR
KEY DISPLAY FUNCTION

  Ejects a tape.

  Rewinds.

  Plays.

  Fast forwards.

  Records. 

  Pauses.

  Stops.

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 INPUT Changes the input mode.

 1 – 9, 0 Number buttons

 TV Turns the TV on and off.

 POWER Turns on and off.

 INFO DISPLAY 
Displays the playback 
information.

 OPTIONS ANT/SW 
Switches the antenna 
output.

 RECALL DRIVE SELECT 
Selects the deck.

 CH +/– Switches the channel up/ 
down.

 SLEEP Enables the Sleep function 
(when available).

 ENTER Enters the selected item.
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CD button 

The buttons operate as below in the 
factory preset mode.

CD player
KEY DISPLAY FUNCTION

  Opens/closes the disc tray.

  Selects the previous track.

  Selects the next track.

  Fast reverses.

  Plays.

  Fast forwards.

  Records. 

  Pauses.

  Stops.

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 VOL +/– Turn the amplifier’s 
volume up/down.

 INPUT DISC SKIP 
Selects the next disc.

 1 – 9, 0 Selects the track number.  
0 selects track 10.

  (dot) +10 
Selects numbers 10 and 
above.

 POWER Turns on and off.

 INFO DISPLAY 
Switches the display on 
and off.

 MUTING Mutes the amplifier’s 
volume. Press again to 
turn muting up.

 SLEEP Enables the Sleep function 
(when available).

 ENTER Enters the setting.

Cassette deck
KEY DISPLAY FUNCTION

  Rewinds.

  Plays.

  Fast forwards.

  Records.

  Pauses.

  Stops.

 A  
Reverses.

 D  
Reverses*.

   
Plays*.

   
Pauses*.

   
Fast forwards*.

   
Rewinds*.

 LIST  
Records*.

 VOL +/– Turn the amplifier’s 
volume up/down.

 INPUT DECK A/B 
Switches between deck A 
and deck B (dual cassette 
deck only).

 POWER Turns on and off.

 INFO  
Stops*.

 MUTING Mutes the amplifier’s 
volume. Press again to 
turn muting up.

 SLEEP Enables the Sleep function 
(when available).

* Activated when using a dual cassette deck 
(for deck A of Sony device).
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AMP button 

The buttons operate as below in the 
factory preset mode.

Amplifier/receiver
KEY DISPLAY FUNCTION

  Fast reverses.

  Plays.

  Fast forwards.

  Records. 

  Pauses.

  Stops.

 VOL +/– Turns the volume up/ 
down.

 INPUT Changes the input mode 
cyclically.

 1 Selects VIDEO 1 input.

 2 Selects VIDEO 2 input.

 3 Selects AUX input.

 4 Selects TUNER input.

 5 Selects CD input.

 6 Selects TAPE input.

 7 Selects MD/DAT input.

 8 Selects TV input.

 9 Selects PHONO input.

 0 Selects DVD input.

 TV Turns the TV on and off.

 POWER Turns on and off.

 RECALL BAND 
Selects FM/AM.

 MUTING Mutes the volume. Press 
again to turn muting off.

 CH +/– Presets or tunes frequency 
up/down.

 SLEEP Enables the Sleep function 
(when available).

DVD Home Theater
KEY DISPLAY FUNCTION

  Opens/closes the disc tray.

  Skips to the previous 
chapter/track.

 Briefly replays the scene 
(Flash –).

 Briefly fast forwards the 
scene (Flash +).

  Skips to the next chapter/ 
track.

  Fast reverses.

  Plays.

  Fast forwards.

  Records. 

  Pauses.

  Stops.

 A SET UP 
Calls up the system/setup 
menu.

 B SUBTITLE 
Switches the subtitle.

 C AUDIO 
Changes the sound.

 D CLEAR 
Clears the setting.

 GUIDE Displays the program 
guide (EPG).

 /// Moves the cursor to select 
a menu item.

 Enters the selected item.

 LIST Enables the SOUND 
FIELD function.

 RETURN Returns to the previous 
display/exits the menu.

 MENU Displays the DVD menu.

 VOL +/– Turns the volume up/ 
down.

 INPUT Changes the input mode.

 1 – 9, 0 Number buttons

  (dot) +10 
Selects numbers 10 and 
above.

 TV Turns the TV on and off.

 POWER Turns on and off.

 FAVORITES TOP MENU 
Displays the Top Menu.

 INFO DISPLAY 
Displays the playback 
information.

 OPTIONS Displays the amplifier 
menu.
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KEY DISPLAY FUNCTION

 RECALL BAND 
Selects FM/AM.

 MUTING Mutes the volume. Press 
again to turn muting off.

 CH +/– Presets or tunes frequency 
up/down.

 SLEEP Enables the Sleep function 
(when available).

 ENTER Enters the selected item.
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Quick Setup Guide
This guide shows you how to set the RM-
VLZ620 to operate your device. For details 
on settings, read the reference page.

Setting the manufacturer’s code (page 13)

1 

Press SET for 
over 3 sec.

(e.g., TV)

2 

(e.g., 01454)

Searching for the manufacturer’s code (page 15)

1 Turn on your device. 2 Aim the RM-VLZ620 
at the device.

3 

Press SET for 
over 3 sec.

(e.g., TV)

4 5 

Press and hold to start 
searching.

6 When the device turns off,  
release the button.

7 

Automatic power-on control (page 11) (Sony devices only)

[To clear] [To set]

1 

Press SET for  
over 3 sec.

2 3 

(e.g., TV)

Perform the same 
procedure.

Changing the volume control setting (page 18)

[To set the volume controls to AMP]

1 

Press SET for 
over 3 sec.

(e.g., DVD)

2 3 

Teaching the new functions (page 20)

1 

Place the RM-VLZ620 
head to head with your 
device’s remote control.

2 

Press SET for  
over 3 sec.

3 4 

Press the Device 
Select button for the 
device you want to 
control (e.g., DVD)

5 

Press the button on the 
RM-VLZ620 you want 
to teach (e.g., ).

6 Press the button on 
the other remote 
control.

7 Repeat Steps 4 to 6 to 
teach other functions.

8 

[To teach to a SYSTEM CONTROL or Device Select button] (page 2�)
In Step 4 above, press the SYSTEM CONTROL button, or press the Device Select button for over 3 sec., then 
skip Step 5.

Symbol convention
  : Press the buttons at the same time.
  : Press the buttons in turn.
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Clearing the learned function (page 23)

[from a single button] (e.g., clear the learned function from number button 1 in DVD mode)

1 

Press SET for  
over 3 sec.

2 3 4 5 

[from a SYSTEM CONTROL or Device Select button] (page 26)
In Step 3 above, press the SYSTEM CONTROL button, or press the Device Select button for over 3 sec., then 
skip Step 4.

[all the learned functions under a specific device mode]

1 

Press SET for  
over 3 sec.

2  3 

(e.g., DVD)

Assigning a channel to each number button (page 27)

[e.g., assign to number button � in TV mode]

1 

Press SET for 
over 3 sec.

(e.g., TV)

2 3 

4 5 

Enter a channel number.

[To clear]
Perform Steps 1 and 2, then press the programmed 
number button for over 3 sec.

[To clear]
Perform Steps 1 and 2, then press the programmed 
number button for over 3 sec.

Programming the consecutive procedures (page 28)

1 

Press SET for  
over 3 sec.

2 3 

 (e.g., SYSTEM CONTROL 2)

4 Program a 
consecutive 
procedure.

5 [To clear]
Perform Steps 1 and 2, then press the programmed 
button for over 3 sec.

[To clear]
Perform Steps 1 and 2, then press the programmed 
button for over 3 sec.

Locking the controls (page 31)

[To lock] [To unlock]

Press SET for  
over 3 sec.

Press SET for  
over 3 sec.

Restoring the factory settings (page 32)

1 

Press SET for  
over 3 sec.

2 

   (To cancel, press any button 
except  before Step 3.)

3 
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